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1
HEADREST FOR A PASSENGER SEAT FOR
AN AIRCRAFT

CROSS-REFERENCE TO RELATED
APPLICATIONS

The present application is a national phase entry under 35
U.S.C. §371 of International Application No. PCT/FR2011/
050169, filed Jan. 28, 2011, published in French, which
claims priority from French Patent Application No. 1050636
filed Jan. 29, 2010, the entire disclosures of which are hereby
incorporated herein by reference.

The invention concerns passenger seats for aircraft.

During aircraft flights, certain passengers have periods
when they are bored either during a wait phase preceding
take-off or following landing or during a cruise phase. More-
over, it is known that aircraft flights generate stress for certain
passengers.

To solve this problem, activities are currently proposed
onboard the aircraft. Thus, music is broadcast or films shown,
access is given to video games or, again, catering services are
ensured.

However, these various occupations are in some cases
insufficient to relieve boredom or stress.

An aim of the invention is to improve in this respect the
comfort of aircraft passengers.

For this purpose, an aircraft passenger seat headrest is
provided according to the invention which includes a carrier
and a helmet for at least partially housing the head of the
passenger, the helmet being attached to the carrier.

Thus, the helmet in which the passenger houses his/her
head offers him/her sensorial isolation with regard to the
external environment. This isolation can be more or less pro-
nounced according to the configuration of the helmet and the
functionalities which are associated with it. This isolation
allows the passenger to better profit from some of the distrac-
tions offered, for example listening to music, watching films,
etc. If the passenger is sensitive to stress, this isolation, pos-
sibly associated with one of the above-mentioned activities,
allows him/her to more easily calm down and relax. In all
cases, the invention improves therefore the comfort of the
passengers and the pleasantness of their flight.

According to the embodiments, the isolation can be a
sound, visual and/or olfactory isolation. It can be total or
partial for any of these aspects, or several of them or all.

It is advantageously provided that the helmet has a form
such that it closely adapts to the head of the passenger.

Preferentially, the carrier forms a rear rest for the head.

Thus, the headrest function is fulfilled independently of the
helmet.

Preferentially, the helmet is movably mounted in relation
to the carrier.

Thus, the passenger can place the helmet on or around
his/her head without having to move the latter or move a part
ot his/her bust. The passenger can therefore easily install the
helmet then remove it.

In an embodiment, the helmet is movably mounted
between a forward position and a backward position and/or
between an high position and a low position.

The helmet can be provided with means for adjusting a
stable position of the helmet.

The passenger occupying the seat can therefore adapt the
position of the helmet particularly according to his/her own
morphology.

Preferentially, the helmet includes a body and at least a
portion movably mounted on the body to extend the latter.
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Thus, whilst allowing easy installation of the helmet, the
passenger is offered pronounced isolation due to the fact that
his/her head is covered more by the helmet.

In an embodiment, the movable portion or at least one of
the movable portions is opaque.

In another embodiment, compatible with the previous one,
the movable portion or at least one of the movable portions is
transparent.

Particularly, the transparent movable portion can be
installed directly on the opaque movable portion.

The transparent movable portion typically forms a visor
which enables the passenger at the same time to be better
isolated from an acoustic point of view and to continue to see
a large portion of his/her environment.

The headrest can include means to modify the degree of
transparency of the movable portion.

Preferentially, the headrest includes an opto-electronic
screen formed by a portion, preferably movable, of the hel-
met.

The movable portion itself can carry a movable element
allowing it to be obscured in full or in part to change at will
from an opaque state to a transparent state and vice versa.

The body, the movable portion or, again, one of the mov-
able portions has, for example, a concave form, particularly
curved in at least one direction, the centre of the curvature
being at one side of the helmet forming a housing accommo-
dating the head of the passenger. This form can be that of the
complete helmet. The form can be concave in two directions
perpendicular to each other, for example to give the helmet a
general spherical form or a general ellipsoid form.

Preferentially, the headrest includes earphones movably
mounted in relation to the carrier and to the helmet.

These earphones allow the passenger to listen to music or a
film with good auditory quality whilst choosing their position
for better comfort. The passenger can move them away from
his/her head particularly when s/he no longer requires them
without being hindered therefore by them. As the earphones
are movable in relation to the carrier and to the helmet, their
use and their configuration are independent from those of the
helmet. They can be used therefore whether the passenger is
wearing the helmet or not.

Preferentially, the headrest includes means for diffusing
images.

The passenger can follow therefore a television broadcast,
watch a film or play a video game, for example, in a comfort-
able manner.

In an embodiment, the headrest includes glasses for diffus-
ing images movably mounted in relation to the carrier and to
the helmet.

These glasses offer the passenger good visual comfort.
Knowing that they are movable in relation to the carrier and to
the helmet, the passenger can use them whether s/he is wear-
ing the helmet or not.

Preferentially, the headrest includes means for diffusing an
image of a keyboard and to cooperate with the image to enter
instructions and/or data from the keyboard and to transmit
them to the helmet.

The headrest can include a microphone.

Advantageously, the headrest includes means for receiving
and processing at least a signal of the following types:

video,

video for the supply of a three-dimensional image,

holographic video or

TCP/IP.

Preferentially, the headrest includes means for connection
to an air flow source, the headrest being capable of circulating
the flow along an inner face of the helmet.
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Air circulation is achieved therefore between the helmet
and the head of the passenger ensuring a ventilation, a refresh-
ment or again an air conditioning and improving the comfort
of the passenger when s/he is wearing the helmet.

Preferentially, the headrest includes means for diffusing at
least an odorous substance.

Advantageously, the headrest includes a remote control.

The latter allows the passenger to control one or the other
of the functions associated with the helmet or, again, the
movements of the latter if drive means are provided for this
purpose.

Preferentially, the headrest includes means for movably
mounting the headrest on a passenger seat.

Thus, the passenger wearing the helmet remains free to
make certain movements, particularly with his/her head, for
example movements from forwards to backwards, move-
ments from left to right or, again, twisting movements around
a vertical or horizontal axis.

Advantageously, the mounting means are elastically
deformable.

Thus, mobility is ensured by the simple elastic deformation
of these means.

The headrest can include means for removably mounting it
on an aircraft passenger seat.

Thus, the headrest can be rapidly installed on a seat for
example replacing the standard headrest not including the
helmet. This installation can be done for all the seats of a
passenger compartment of an aircraft or, again, on some of
them only, on specific request from the corresponding pas-
sengers. It can be for example a paid option.

According to the invention, an aircraft passenger seat is
also provided which includes a headrest according to the
invention.

In an embodiment, the helmet is larger in width in trans-
verse direction, lower than or equal to the width at the top of
the backrest. These dimensions are measured along a hori-
zontal direction, perpendicular to the vertical symmetry plane
of the seat.

Thus, the helmet adapts closely to the head of the passenger
and takes up little space in the passenger compartment.

Advantageously, the seat includes an inflatable cushion
protective device (or “airbag”), the cushion being capable of
extending at the rear part of the headrest.

This cushion offers a protection for the passenger located
behind the seat equipped with the headrest in case of sudden
deceleration forwards.

Also, according to the invention, an aircraft passenger seat
is provided which includes a backrest and a helmet for at least
partially housing the head, attached to the backrest.

Again, according to the invention, an aircraft is provided
which includes at least a headrest and/or a seat in compliance
with the invention.

Lastly, according to the invention, an assembly of a head-
rest according to the invention and several decorative ele-
ments each capable of being placed on the helmet to modify
the appearance is provided.

The headrest can thus be modified and customized at will.

The features and advantages of the invention will become
apparent on reading the following description of a preferred
embodiment and variants given as non-exhaustive examples
making reference to the appended drawing on which:

FIG. 1 is a perspective view of an aircraft according to the
invention,

FIGS. 2 to 4 are partial views of the inside of the passenger
compartment of the aircraft of FIG. 1 showing seats equipped
with headrests according to the invention,
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FIGS. 5 to 12 are views showing various configurations of
one of the headrests of FIG. 2,

FIG. 13 is a view similar to FIG. 7 showing the sum of these
configurations,

FIG. 14 is a view similar to FIG. 5 showing the passenger
wearing the helmet and the glasses of the headrest,

FIG. 15 is a view similar to FIG. 7 showing a vertical
cross-sectional view through the helmet with the air circula-
tion flow and,

FIG. 16 is a perspective view from the rear showing the
degrees of freedom of movement of the headrest of FIG. 5 in
relation to the backrest.

FIG. 1 shows an aircraft according to the invention which
is in this case an aerodyne and in the present example an
aircraft 2. The latter includes a fuselage 4, two wings 6 and
engines 8, in this case two, and carried by the respective
wings. The aircraft includes a tailplane 10. It is a passenger
civil transport aircraft.

Below, the X, Y and Z axis system shown on FIG. 2 is used
where the horizontal directions X and Y designate respec-
tively the longitudinal direction of the fuselage and the direc-
tion perpendicular to the latter whereas direction Z is the
vertical direction.

The passenger compartment 11 of the aircraft shown on
FIGS. 2 to 4 includes several passenger seats 12 aligned in
directionY to form successive rows in direction X. From one
row to another, the seats are also aligned in this same direc-
tion. Here, the passenger compartment includes an aisle 14
extending in the center part of the fuselage, the seats being
located on either side of the aisle. The aisle is in this case
unique. In this example, each row includes three seats on each
side of the aisle. Each seat 12 forms in this case a seat includ-
ing a seat pan 14, a backrest 16 and two armrests 18, the
armrests of adjacent seats being common to the two seats.

Some of the seats 12 are equipped with a headrest 20
according to the invention visible particularly on FIGS. 2 to
16. The headrest includes a carrier 21 and a helmet 22
attached to the carrier and movably mounted in relation to the
latter.

The carrier 21 includes a cushion 24 forming a rear rest for
the head 26 of a passenger 28 occupying the seat.

The helmet 22 includes in this case a main opaque shell 30,
a secondary opaque shell 32 and a secondary transparent shell
34 forming a visor, here all three being rigid.

The main shell 30 is movably mounted in relation to the
carrier 21, in this case along vertical direction Z between a
low stable position shown particularly on FIG. 10 and a high
stable position shown particularly on FIG. 9. These two posi-
tions form here the ends of the vertical travel of the shell 30 in
relation to the carrier 21. Also, the shell 30 is movably
mounted in relation to the carrier along horizontal direction X
between a backward stable position shown on FIG. 9 and
corresponding to the high position and a forward stable posi-
tion shown particularly on FIG. 8 and located at the same
height as the backward position. These two positions form
here the ends of the horizontal travel of the shell 30 in relation
to the carrier 21. The mounting means of shell 30 on the
carrier 21 are provided in this case so that, from the forward
position, the shell 30 must first pass via the backward position
before being placed in low position and vice versa. In this
example, knowing that the orientation of the shell does not
change during these movements, we are concerned here with
a translation movement of the shell 30 in relation to the carrier
21.

The secondary shell 32 is movably mounted in relation to
the main shell 30, in this case by mounting means rotating
around an axis parallel to directionY. The shell 32 can there-
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fore in this case pass from a rear retracted position, shown for
example on FIG. 8, where it extends inside the shell 30
without appearing outside it to a forward down position
shown for example on FIG. 7, where it emerges from the shell
30 at the front of the latter. The shell 32 is movably mounted
directly on the shell 30, in this case.

The shell 34 is likewise movably mounted to rotate in
relation to the shell 32 and can take up a fully retracted
position inside the latter, shown for example on FIG. 7, where
it is invisible from outside of the helmet, and a visible position
shown for example on FIGS. 5 and 6 where it extends for-
wards and below the secondary shell 32. The visor 34 is
movably mounted directly on the shell 32, in this case.

The three shells have hollow concave forms, in this case
substantially portions of a sphere. They are arranged concen-
trically. When the three shells are visible as shown particu-
larly on FIGS. 5 and 6, they extend all three substantially in
the extension of each other forming the major part of a sphere.
Each of the three shells has a concavity, in this case a curva-
ture, in two planes perpendicular to each other. However, it
could be provided that the radii of curvature are not the same
in the two directions for at least one of the shells.

A certain difference between the radii of curvature is how-
ever provided to allow the transparent shell to enter into the
shell 32 and the latter to enter into the shell 30 as shown on
FIG. 15. The outer face of the visor 34 is in contact with the
inner face of the secondary shell 32, the upper rear edge of the
first one penetrating under the forward lower edge of the
second one. The secondary shell 32 is in a configuration
similar to the main shell 30,

As can be seen particularly on FIG. 9, the rest 21 extends
beyond the backrest 16 in the extension of the latter and
upwards.

In low position, the shell 30 extends in this case at the rear
of'the carrier 21 without extending forwards of the latter. It is
also located integrally above the backrest 16. Its upper portion
protrudes beyond the rest 21. As shown particularly on FIG. 9,
the shell 30, in high position, extends further beyond rest 21
at upper portion.

The headrest is configured so that, in upper and lower
positions, the shell 30 extends over more than 80% of its
length at the rear of the head 26 of the passenger resting on
rest 21. Particularly, the shell 30 does not then extend with
regard to the upper face and the lateral faces of the head. It
particularly leaves the top of the head and the ears of the
passenger free.

As shown on FIG. 8, in forward position, the shell 30
extends beyond rest 21 at the front of the latter in direction X
and above the latter in direction Y. The shell 30 partially
covers the upper and lateral faces of the head 26 covering the
top of the head and the ears. The complete rear portion of the
head is then housed in the helmet 22.

In reference to FIG. 7, when the shell 30 is in the same
position with the secondary shell 32 deployed, the latter
extends forwards from the shell 30 so that the helmet covers
the complete upper face of the head and the major portion of
its lateral faces. Only the lower part of the head emerges from
the helmet. The front edge of the shell 32 extends further than
the head along direction X. The lower front edge of the shell
32 is directed forwards and extends in this case in a plane
forming an angle of around 30° with a horizontal plane.

Lastly, in reference to FIGS. 5 and 6, when, from the same
position of shells 30 and 32, the shell 34 is also deployed and
lowered, it also covers the upper portion of the face at the front
so that the larger portion of the head 26 is housed and isolated
in the helmet 30. The transparent visor extends opposite the
nose, the eyes and the brow of the passenger allowing him/her
to continue to observe his/her environment.

It is provided, for example, that the helmet is in folded back
and low position as on FIG. 11 when the passenger seats down
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in his/her seat. When s/he wishes to put on the helmet, the
passenger causes the helmet to rise from the low position to
the high position, then forwards from backward position to
forward position shown on FIG. 8. S/he can then also deploy
the opaque visor 32 and, if s/he so wishes, also the transparent
visor 34. When the passenger no longer wishes to wear the
helmet, s/he does the opposite maneuvers.

The headrest can include means allowing the passenger to
adjust the low position or the high position or again the
forward position of the helmet to adapt it to his’/her own
morphology.

Inthis case, the seat is equipped with drive means 36 shown
on FIG. 9 and ensuring, on request, the movement of the
helmet and the various movements of the above-mentioned
shell. Each seat is in this case equipped with a remote control
38 shown on FIG. 3 and allowing the passenger to control the
drive means to obtain these various movements and each of
the functions described below. The headrest is also provided
so that, in spite of these drive means, the passenger retains the
possibility of making these movements him/herself by
maneuvering the various portions of the shell by hand. This is
for example a use in degraded mode.

As can be seen particularly on FIGS. 5 and 6, when all the
shells are in position and deployed, the helmet offers the
passenger maximum isolation enabling him/her, at least to a
certain extent, to become isolated from his/her environment
and better live the wait and the flight.

When, as shown particularly on FIG. 12, the helmet is in its
low and completely folded back position, the head is com-
pletely outside of the helmet, the cushion 24 of the headrest is
used by the passenger to rest his’her head. The passenger
conserves this rest by maneuvering the helmet and whilst s/he
is wearing it.

The means for mounting the helmet on the rest and for
mounting the various portions of the helmet to each other are
formed by adapted mechanisms which can be made in differ-
ent ways by means of movable parts and conventional
mechanical links to allow the movements and the functional-
ities presented here.

In reference to FIG. 16, the headrest includes in this case a
connecting element 40 to the backrest 16 of the seat. This is a
removable connecting element allowing therefore the head-
rest to be placed on the backrest and separated from it at will.
It can be installed therefore on only certain seats of the pas-
senger compartment, for example on request from the pas-
senger, particularly within the scope of a paid option. How-
ever, naturally, all the seats can be systematically equipped
with such a headrest.

Also, it is a movable connecting element ensuring a mov-
able mounting of the headrest in relation to the backrest 16.
Here, element 40 includes elastically flexible means allowing
the passenger, by elastic deformation of the element, to move
his/her head when it is housed in the helmet. These are, for
example, forwards to rearwards twisting movements such as
shown by arrow 42, left to right twisting movements such as
shown by arrow 44 or, again, twisting movements around a
vertical axis as shown by arrow 46. Element 40 is formed here
by a single retaining tube and, therefore, offers a high free-
dom of movement to the passenger. It is also arranged to allow
an adjustment in vertical direction of the high and low posi-
tions according to the morphology of the passenger.

The headrest includes in this case other equipment.

It thus includes left and right earphones 50 shown particu-
larly on FIG. 6. Each of these earphones is movably mounted
in relation to the carrier 21 and in relation to the helmet. They
are movable in lateral direction Y and vertical direction Z so
that they can at will be moved away from or moved towards
the respective ears as shown by arrow 52 or, again, lowered or
raised as shown by arrow 54. This possibility of movement
allows the passenger to adjust the position of the earphones to
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suit his’her morphology when s’he wishes to apply them
against his/her ears. It also allows the passenger to at will
move the earphones towards his/her ears or to move them
away, particularly when s/he does not wish to use them. The
earphones 50 are connected to the other parts of the headrest
by appropriate mechanical mounting means not shown. On
FIG. 5, the earphones 50 are in a position ensuring high-
quality listening as they are in contact with the lateral faces of
the head and cover the ears of the passenger. They are at a
distance from the head on FIG. 6 and are found in stored
position, position where they also allow reception of ambient
type. The earphones have also a spherical mobility allowing
them to be adjusted angularly against the faces of the head.
The earphones 50 cover the major part of the ear. They offer
many adjustments allowing the passenger to choose the types
of ambiance or immersion from which s/he wishes to benefit.
The headrest is provided here to diffuse on request in the
earphones 50 a “white noise” allowing the noises of the
environment to be reduced or exactly cancelled out to better
isolate the passenger from the ambient noise.

The headrest includes in this case image diffusion means.
They are, for example, a pair of image diffusion glasses 60
movably mounted, by appropriate means not shown, in rela-
tion to the carrier 21 and in relation to the helmet. The glasses
60 can thus have an operational configuration where they are
worn by the passenger and are opposite his/her eyes and rest
on his/her nose. They can also have an inactive configuration
where they are raised above or behind his/her head inside the
helmet. In this case, the glasses are free to rotate in relation to
the carrier around an axis parallel to direction Y. The glasses
form a display screen. They operate in this case according to
the so-called holographic projection mode. It can however be
provided that as a variant the glasses are associated with two
independent monitors placed independently over each eye.
As a variant, the image diffusion means can be provided to
ensure a projection of the image on the inner face of the visor
34.

The headrest also includes, as shown on FIG. 9, means 64
for the reception and processing of various types of electronic
communication signals such as a video signal for the trans-
mission of a three-dimensional image, a video signal for a
holographic image or, again, a signal associated with a TCP/
IP type protocol for exchanges on a communication network
of Internet type in order to, particularly, diffuse the image by
the above-mentioned means. It also includes electrical cur-
rent supply means.

In this case, as shown on FIG. 5, the headrest is also
equipped with a microphone 62 housed, for example, at a
lower front edge of the main shell 30.

The headrest according to the invention offers therefore
many entertainment and multimedia recreation possibilities.
It thus allows the passenger to follow a high-definition video,
for example by holographic type projection onto the inner
face of the visor or, again, by the use of glasses 60. The
earphones 50 are provided to be ofhigh quality, the means 64
ensuring a high-fidelity processing of the audio signals
received. The passenger can, thanks to all these possibilities,
watch two- or three-dimensional image videos. The audio and
video equipment of the headrest allows several types of pro-
grams to be diffused, particularly anti-stress programs (soph-
rology, etc.).

The headrest 20 is also equipped with audio and video
connectors allowing the passenger to connect one or more
personal electronic devices to the helmet (audio or video
walkman, microcomputer, PDA, telephone, etc.) and to profit
from the multimedia possibilities offered by the latter, par-
ticularly by reading his/her own contents.
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The headrest is adapted here to allow the passenger to
access an aircraft or airport camera network if the aircraft and
the airport are equipped with these, thus offering the passen-
ger an external view. The headrest is arranged to offer Internet
access to the passenger and allow him/her to participate in
video conferences or on-line discussions. It allows him/her to
play video games.

The headrest is arranged to allow office work, especially in
head up position. Here, for this purpose, a virtual keyboard 74
appearing in the image diffused by the helmet as shown on
FIG. 16 is associated with the headrest. The seat can include
a digitizing pad 76, for example attached to one of the arm-
rests and connected to the helmet by an adapted link to com-
municate with the latter. The helmet is also associated with
means for cooperating with the pad for entering instructions
and/or data by the wearer of the helmet on the virtual key-
board 74, these instructions being transmitted to the helmet.
These means include here motion capture gloves 77 that the
passenger fits onto his/her hands and places on the pad to
actuate on the image the keys of the virtual keyboard and enter
commands, texts, etc. In each glove 77, each finger is
equipped with sensors so that the positions of the fingers are
known in relation to the pad and therefore in relation to the
image of the keyboard. Inside the helmet, one or two virtual
hands cooperating with the keyboard and representing those
of'the passenger are projected in addition to the keyboard onto
the display screen. The objective is then for the passenger to
identify himself/herself with this virtual me and use the vir-
tual keyboard with his/her virtual fingers ignoring the real
world. The keyboard which appears on the diffused image
includes, for example, areas assigned to letters and numbers
with an “azerty” or a “querty” type configuration. The words,
numbers or instructions are then processed either in the hel-
met if it includes one or more IT processors for this purpose
or transmitted to outside the helmet to IT means.

The remote control 38 can be made in virtual form it also
being projected onto the screen and controlled in the same
way from the gloves and the pad.

Alternatively, the real remote control 38 considered above
is equipped with keys such as sensitive keys which, when they
are actuated by the passenger, lead to the display of a remote
control in the image diffused by the helmet and the specific
display (with a different color or highlighted for example) of
the key or keys actuated by the passenger. Thus, without
looking at the real remote control whilst s/he actuates it, s’'he
visualizes on the image which key is actuated.

As shown on FIG. 15, element 40 is hollow and commu-
nicates, on the one hand, with an air source provided in the
backrest 16 and, on the other hand, with an internal cavity of
the helmet and extends between an inner face 64 of the helmet
and the outer face of the passenger’s head. Indeed, the helmet
is positioned, configured and dimensioned so that, when it
equips the head, it ensures a layer of air of a general spherical
shape, several millimeters or several centimeters thick,
between these two faces, layer which communicates with the
element 40. If therefore an air flow 41 is sent from the back-
rest 16 through the element 40, it covers this complete layer
ensuring a ventilation, a refreshing, or even air conditioning
of the head of the passenger if the air is freshened or condi-
tioned upstream. It can be provided that this ventilation is
done not around the top of the skull, but only at the neck, for
example in cooperation with the rest 21. The headrest here
offers the passenger the possibility of choosing one or the
other of the types of ambient flow, refreshed or conditioned.
The distributed air can be enhanced with or more natural or
synthetic odorous substances. This air can also be enhanced
with oxygen in order, for example, to create a certain type of
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environment or procure a relaxation. The enhancement of the
air with odorous substances or oxygen is done upstream, for
example under seat pan of the seat. Alternatively, the helmet
can include a device 72 shown on FIG. 14 and capable of
diffusing in the air intended for the wearer of the helmet one
or more odorous substances.

In this example, the visor 34 has an opto-electronic effect
allowing the darkening to be controlled on request to make it
less transparent, that is reduce the opacity, or make it com-
pletely opaque. It is, for example, equipped with an electro-
chrome material. The passenger can therefore, on request,
reduce or eliminate the view of the environment from which
s/he benefits and place himself/herself, for example in a pen-
umbra, especially to benefit better from the images diffused
by the headrest. The dimming control is ensured on request
from the user via, for example, the remote control 38 placed
at his/her disposal.

As shown on FIG. 14, The helmet can on request be deco-
rated in a customized manner, for example by means of a
throwaway plastic film 78, applied and attached electrostati-
cally to an outer face of the helmet. For example, a set of films
78 (or other elements) can be placed at the disposal of the
passenger that s'he can at his/her discretion apply to the
helmet to decorate it. The airline operating the aircraft also
has the possibility of customizing the helmets.

As shown on FIG. 9, the headrest is equipped in this case
with a device 70 with inflatable cushion 80 deploying at the
supposed location of an impact with the head of the passenger
occupying the seat located behind the seat considered in case
of sudden deceleration. The cushion 80 in deployed state is
shown by the dotted lines on FIG. 9. The inflation of the
cushion 80, controlled by the detection of the deceleration by
the latter, dampens the shock of the head of the passenger
coming into contact with the cushion. In this case, the device
70 is provided on the upper rear face of the backrest 16.

FIGS. 2to 4 show seats equipped with headrests, according
to the invention, placed in the various configurations
described above. On FIG. 5, the helmet is in deployed con-
figuration, in so-called immersion position. It can be seen, on
FIG. 11, that although the helmet is in stored rear low posi-
tion, the passenger has the earphones 50 on his/her ears.

The headrest is equipped with means adapted so that the
connection to the air circuit and the various electrical and
electronic connections ensuring the supply of the headrest are
ensured automatically on insertion of the headrest into the
backrest.

Of course, many modifications can be made to the inven-
tion without falling outside its scope.

The rest 21 can be dispensed with and an aircraft passenger
seat which includes a backrest and a helmet installed directly
on the backrest can be considered, the latter forming the
carrier for the helmet.

The number of shells forming the helmet can be increased
or reduced. The transparent or translucent visor can be dis-
pensed with.

One or more of the shells can be of wraparound type but not
rigid. Thus the helmet can be made from fabric and support
arches. Also, the helmet can be made by means of a fabric and
an inflated framework.

The helmet can also have a semi-spherical shape and lat-
erally integrate movable earphones and video glasses formed
in two adjustable portions independent of each other. As a
variant, a headrest of same type can be equipped with glasses
such as the glasses 60 of FIG. 14.

The helmet can have a general partially spherical or semi-
spherical shape, especially with umbrella configuration, and
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be connected to the carrier by being suspended by its apex to
an arch or to a curved arm descending towards the carrier.

At least one of the shells can have a concave shape in only
one direction, for example in a vertical symmetry plane of the
seat or a horizontal plane. This case can apply to the complete
helmet.

The invention claimed is:

1. A headrest of a passenger seat of an aircraft, the headrest
comprising:

a carrier; and

a helmet for at least partially housing the head of a passen-

ger, the helmet being attached to the carrier and movably
mounted to the carrier so as to have at least first and
second positions such that in the first position, the hel-
met is retracted onto the carrier so as to not interfere with
the movement of a head of a passenger into or out of a
volume occupied by the head when the passenger is
sitting on the passenger seat, and in the second position,
the helmet at least partially covers the volume occupied
by the head of the passenger sitting on the passenger
seat.

2. The headrest according to claim 1, wherein the carrier is
configured as a rear rest for the head.

3. The headrest according to claim 1, wherein the helmet is
movable between at least one of a forward position and a
backward position and a high position and a low position.

4. The headrest according to claim 1, wherein the helmet
comprises:

a body; and

at least a portion movably mounted on the body to extend

the body, wherein the movable portion is at least one of
opaque and transparent.

5. The head rest according to claim 4, wherein the at least
a portion comprises a first portion and a second portion; and

wherein the first portion is opaque and the second portion

is transparent.

6. The headrest according to claim 1, further comprising
earphones movably installed in relation to the carrier and to
the helmet.

7. The headrest according to claim 1, further comprising an
image diffusion means.

8. The headrest according to claim 1, further comprising an
opto-electronic screen formed by a portion, of the helmet.

9. The headrest according to claim 1, further comprising
means for diffusing an image of a keyboard, and means con-
figured to cooperate with at least one of the image to enter
instructions and data from the keyboard and to transmit the
instructions and the data to the helmet.

10. The headrest according to claim 1, further comprising
means for connection to an air flow source, wherein the head-
rest is configured for circulating the flow along an inner face
of the helmet.

11. The headrest according to claim 1, further comprising
means for diffusing at least an odorous substance.

12. The headrest according to claim 1, further comprising
an elastically deformable means for movably mounting the
headrest on a passenger seat.

13. An aircraft passenger seat comprising:

a headrest, the headrest comprising:

a carrier; and

a helmet for at least partially housing the head of a passen-

ger, the helmet being attached and movably mounted to
the carrier so as to have at least first and second positions
such that in the first position, the helmet is retracted onto
the carrier so as to not interfere with the movement of a
head of a passenger into or out of a volume occupied by
the head when the passenger is sitting on the passenger
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seat, and in the second position, the helmet at least
partially covers the volume occupied by the head of the
passenger sitting on the passenger seat.

14. An assembly of a headrest, the headrest comprising:
a carrier; and

ahelmet for at least partially housing the head of a passen-
ger, the helmet being attached to the carrier and movably
mounted to the carrier so as to have at least first and
second positions such that in the first position, the hel-
metis retracted onto the carrier so as to not interfere with
the movement of a head of a passenger into or out of a
volume occupied by the head when the passenger is
sitting on the passenger seat, and in the second position,
the helmet at least partially covers the volume occupied
by the head of the passenger sitting on the passenger
seat; and

a plurality of decorative elements each configured for
being placed on the helmet.

10

15

12

15. The seat according to claim 13 further comprising a
protective device with inflatable cushion, the cushion being
configured for extending at the rear portion of the headrest.

16. An aircraft passenger seat comprising:

a backrest for a head of a passenger seating in the passenger

seat; and

a helmet, for at least partially housing the head of a pas-

senger, movably attached to the backrest so as to have at
least first and second positions such that in the first
position, the helmet is retracted onto the backrest so as to
not interfere with the movement of a head of a passenger
into or out of a volume occupied by the head when the
passenger is sitting on the passenger seat, and in the
second position, the helmet at least partially covers the
volume occupied by the head of the passenger sitting on
the passenger seat.

17. The seat according to claim 16, further comprising a
protective device with inflatable cushion, the cushion being
configured for extending at the rear portion of the headrest.
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